103553*1
Tote Bag Kit Instructions

Tote Bag Kit
Carry clothing, equipment or food in this great tote bag! Perfect for weekend
cruises, this tote bag is large enough to fit several sets of clothing and folds up
small for easy storage. This barrel shaped tote bag features a zipper closure and
a front storage pocket. Customize your tote bag by adding on a Shoulder Strap
Kit (sold separately). Finished bag dimensions are 26.5” Length x 11” Diameter.

K IT

# 10 3 510
(NYLON)

# 10 3 5 0 9
(SUNBRELL A)

1 YD

-

46” Sunbrella Fabric

-

1 YD

V-69 Thread Hembob

2

2

1-1/2” Nylon Webbing

10 FT

10 FT

#10 YKK Continuous Vislon Zipper Chain

3 FT

3 FT

#10 YKK Plastic Single Pull Locking Slider

1

1

3/4” Nylon Webbing

1 FT

1 FT

5/8” Nylon Loop

1 FT

1 FT

5/8” Nylon Hook

1 FT

1 FT

Sailrite Logo

1

1

Instructions

1

1

60” Nylon Flag Cloth
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Instructions Title

1. Patterning

36"

Barrel

Pocket

27-1/2"

1.1

11-3/4"

10"

Pattern Barrel
1.	Mark a rectangle that is 27-1/2 inches wide and 36 inches high for the barrel (A).
2.	Cut out the barrel rectangle from the fabric using a hotknife, if available. Scissors can also be used, as all edges
will be folded under or hemmed.
3.

1.2

Label the “OUT” side and “IN” side of the panel to aid in construction.

Pattern Pocket
1.	Measure a rectangle 10 inches wide and 11-3/4 inches high for the outer pocket (B).
2.	Cut out the pocket pattern from the fabric using a hotknife, if available. Scissors can also be used, as all edges
will be folded under or hemmed.
3.
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Label the “OUT” side and “IN” side of the pocket to aid in construction.
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1/2"

6"
IN

1.3

Pattern End Pieces
NOTE: A compass may also be used to pattern two 12-inch diameter circles.
1.	Cut two squares 12 inches on each side.
2.	Fold each square in half TWICE to make a square with 4 layers of fabric. Measure and mark 6 inches out
from the corner of the square that has only folded edges to points on each side (C). Use a compass or ruler to
connect these points and draw an arc.
3.

Cut along this arc with a hotknife and unfold the fabric for a nearly perfect circle (D).

4.

Measure and mark a line on the circles 1/2 inch inside the edge (E). Label this marked side as the IN side.

2. Install Pocket
1"

IN

2.1

IN

1/2"

IN

Hem Pocket
1.	Measure and mark a line on the IN side of the pocket piece 1 inch inside the top long edge (A). Fold the top
edge to the marked line (B).
2.	Sew a row of straight stitches just inside the folded edge and a second row beside the raw edge (C) or wait
to sew down the hem with the Velcro over top (STEP 2.1.4) to reduce stitch lines. Reverse (bar tack) over the
stitch ends to lock thread in place.
3.	Cut a strip of Velcro to 11 inches in length. Position one side of the Velcro on the IN side of the pocket over the
hem along the top.
4.

Sew a row of straight stitches along the top and bottom edges of the Velcro (D).

5.	
Measure and mark a line 1/2 inch up from the bottom long edge on the IN side of the pocket piece (E). This
line will be used later as a guide for attaching the pocket to the barrel.
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OUT

2.2

Attach Sailrite Logo
1.	Smooth the adhesive-backed Sailrite Logo in place on the OUT side of the pocket piece.
2.

Run a row of stitches around the logo to secure in place (F).

14"
IN

OUT

2.3

OUT

OUT

OUT

Attach Pocket
1.	Lay the barrel piece OUT side up. Find the center of the 27-1/2 inch side. From the center point, measure 14
inches in from the edge and make a mark (G).
2.	Find the center of the 1/2-inch line drawn on the pocket (STEP 2.1.5). Position the pocket so this center point
is on the 14-inch mark on the barrel.
3.

Using the 1/2-inch line as a guide, sew a row of stitches along the bottom of the pocket (H).

4.	Fold the pocket up to its final position (with the OUT side facing out) (I) and mark where the Velcro falls on the
barrel fabric (J).
5.	Position the opposing Velcro strip between the marks on the barrel piece. Sew a row of stitches around the
Velcro perimeter.

© 2018 Sailrite Enterprises, Inc.

(800) 348-2769 / (260) 244-4647 / Sailrite.com

Instructions Title

2

3. Attach Webbing Handles

OUT

3.1

Create Handles
1.	Take the 10 foot length of webbing and double it so it lays flat against itself. Overlap the free ends approximately
1 inch and sew them together using a Box-X stitch to form a continuous loop. To sew a Box-X stitch, sew a box
first and then sew the diagonals, reinforcing the top and bottom stitch lines (A).
2.	Lay the webbing out flat against itself with one end flush to one short end of the barrel piece (B). At the other
end of the barrel, measure how much webbing hangs over the fabric (C). Divide this measurement in half to get
the handle length.
3.	With the Box-X stitch in the center of the webbing loop, use the handle length measurement to measure in from
each end of the webbing loop (D). Place a mark on both sides of the webbing loop (4 marks total).
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7-1/2"

3"

3"

3"

3"
7-1/2"

OUT

3.2

Attach Handles
1.	On the barrel fabric, measure 7-1/2 inches in from the long edges of the fabric and make a mark.
2.	Align the webbing loop so that the outer edges are flush with the 7-1/2 inch lines (E) and the handle marks are
flush with the short edges of the barrel. Position the Box-X stitch so it will be hidden on the bottom of the bag (F).

OUT

3.

Place marks on the webbing 3 inches in from the opening edge of the bag to mark where to sew the handles (G).

4.	Sew the webbing to the bag and over the sides of the pocket using a row of straight stitches along the entire
length of the inner and outer webbing edges up to the 3-inch marks (H).
5. 	Sew a 2-inch Box-X stitch at the base of each handle, just inside the 3-inch marks (I). To sew a Box-X stitch, sew
a box first and then sew the diagonals, reinforcing the top and bottom stitch lines.
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4. Install Zipper

OUT

IN
OUT

4.1

IN

Sew Zippers
1.	Completely separate the zipper. Lay half of the zipper tape on the OUT side of the barrel so the zipper tape is
centered and flush with the raw edge of one of the short barrel edges.
2.	Sew a row of straight stitches 3/16 inch away from the zipper teeth (A). Reverse (bar tack) over the stitch ends
to lock in place. Be sure to not sew through the webbing handles.
3.	Fold the zipper tape over onto the IN side of the bag with the teeth just inside the edge of the fabric. Sew a
row of straight stitches just outside the previous stitch rows (B). Reverse (bar tack) at the end of the zipper for
additional reinforcement.
4. 	Repeat these steps to attach the zipper tape on the opposite short barrel edge.

OUT

OUT

OUT

4"

4.2

Add Slider
1.	Lay the barrel with the IN side face up and pull the zippered edges up toward each other at the center.
2.	Work the zipper slider onto the two zipper sides with the zipper right side up (C). Pull the slider all the way down
the zipper chain until it comes off the other end.
3.

Separate the first 4 inches of zipper and re-install the slider (D).

4.

Pull the slider to the middle of the zipper. The zipper chain will be closed on both sides of the slider.

5.

Trim off the excess zipper (E).
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5. Attach End Pieces

IN

5.1

IN

Additional Patterning
1.

Place a mark on the edges of the circle end pieces on the IN side at the north, south, east, and west points (A).

2.

Cut 1/4 inch deep relief slits every inch around the edge of the circle (B).

IN

IN

IN

5.2

IN

IN

IN

Sew End Pieces
1.	Turn the bag inside out and carefully pin the two end pieces in place starting at the marked cardinal points (C).
2.	Using a hotknife, if available, cut the 3/4 inch webbing into two 6-inch strips. Fold the strips in half and pin them
between the zipper and the end piece with the loop pushed through to the OUT side of the bag (D). These
webbing loops can be used to attach a shoulder strap. If using an additional shoulder strap kit, fold the rings into
the webbing loops (optional).
3.	Sew a row of straight stitches all around the edges directly over the inner 1/2-inch sewing line drawn during
patterning (E). Remove any pins used.

		Note: Carefully follow the 1/2-inch sewing line. If the diameter of the stitch line is reduced by even 1/4 inch the
circumference of the bag will be reduced by 2.36 inches (3.1415 x .25).
4.
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Open the zipper completely and turn the bag right side out for a completed tote bag.
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